P/N:RS-ANT-DTNXXBTEO01

SPECIFICATION

eFrequency Range: 698~960Mhz 1710~2170Mhz 2700Mhz
eIlmpedance(Q2): 50

eVSWR(5):2.5

eGain(DBI): 3DBI

eCable: RG178

¢RF Connector: SMA PLUG/TNC
eDimension(mm): @13*21*175

e Operating Temp('C): -20~+60 ’
eWaterproof Level: |IP67 ‘F‘G
eBody Material: TPR W
eRemarks: WIFI&GSM

P/N:RS-ANT-MSA74BGMO01

SPECIFICATION
eFrequency Range: L1:1575.42Mhz 1602Mhz
L2:698~960mhz 1710~2170Mhz 2700Mhz

eImpedance(Q): 50

eVSWR(S): 1575.42~1602<1.5,698~2700<2.5
e¢Gain(DBI): 28DBI/3DBI

eCable: 2*RG174

¢RF Connector: SMA PLUG
eDimension(mm): @90*60*100

eOperating Temp('C) : -20~+60

eWaterproof Level: IP65

eBody Material: ABS

eRemarks: GMS+LTE

P/N:RS-ANT-MSA74BGM02

SPECIFICATION
esFrequency Range:1*L1:1575.42Mhz 1602Mhz
1*L2:698~960mhz 1710~2170Mhz 2700Mhz
3*L3:4.9GhZ~5.85Ghz
e|mpedance(Q): 50
o VSWR(%): 1575.42~1602<1.5
698~2700=2.0
4.9~5.85Ghz<2.0
*Gain(DBI): 28DBI/3DBI
eCable: 5*CFD100
*RF Connector: FAKRA PLUG
e Dimension(mm): 165*77*55
¢ Operating Temp('C): -20~+60
eWaterproof Level: IP65
e Body Material: ABS




P/N:RS-ANT-DSA78BWI01

SPECIFICATION
* Frequency Range: L1:1575.42Mhz 1602Mhz
L2:698~960mhz 1710~2170Mhz 2700Mhz

* Impedance(Q): 50
* VSWR(s): 1575.42~1602<1.5,698~2700=2.5
* Gain(DBI): 28DBI/3DBI

® Cable: 2*"RG174

* RF Connector: SMA PLUG

* Dimension(mm): @90*60*100
® Operating Temp('C) : -20~+60
* Waterproof Level: IP65

* Body Material: ABS

® Remarks: GMS+LTE

P/N:RS-ANT-DSA37BTE02

SPECIFICATION

* Frequency Range: 698~960Mhz 1710Mhz~2170Mhz 2700Mhz
e Impedance(Q): 50

* VSWR(S): 2.0

*Gain(DBI): 3DBI

e Cable: RG1.37

® RF Connector: SMA PLUG

® Dimension(mm): @13*213*145
® Operating Temp('C): -20~+65

* Waterproof Level: N/A

* Body Material: TPEE

* Remarks: WIFI&GSM

P/N:RS-ANT-DSA78B5X01

SPECIFICATION

* Frequency Range: 2.4GHz~2.5GHz 5.15~5.85GHz
e Impedance(Q): 50
*VSWR(): 2.0

*Gain(DBI): 3DBI

eCable: RG1.38

* RF Connector: SMA PLUG

® Dimension(mm): @12*12*106
® Operating Temp(C): -20~+65
® Waterproof Level: N/A

® Body Material: ABS
®Remarks: WIFI&GSM

P/N:RS-ANT-DSA78BTE03

SPECIFICATION

* Frequency Range: 698~960Mhz 1710~2170Mhz 2700Mhz
e Impedance(Q): 50

* VSWR(): 2.0
©Gain(DBI): 4DBI

e Cable: RG1.78

* RF Connector: SMA PLUG

* Dimension(mm): @13*27*220.5
® Operating Temp('C): -20~+60

* Waterproof Level: N/A

® Body Material: ABS

® Remarks: WIFI&GSM

P/N:RS-ANT-DSA78BTE04

SPECIFICATION
e Frequency Range: 698~960Mhz 1710~2170Mhz 2700Mhz
* Impedance(Q): 50

* VSWR(s):2.5

e Gain(DBI): 7DBI

e Cable: RG1.78

® RF Connector: SMA PLUG

® Dimension(mm): @13*22*230
® Operating Temp(C): -20~+80
® Waterproof Level: N/A

* Body Material: PC+ABS

® Remarks: WIFI&GSM

P/N:RS-ANT-DSA78BTEO05

SPECIFICATION

® Frequency Range: 698~960Mhz 1710~2170Mhz 2700Mhz
* Impedance(Q2): 50

¢ VSWR(s):2.5

® Gain(DBI): 3DBI

® Cable: RG1.78

* RF Connector: SMA PLUG

® Dimension(mm): @13*17.5*157
® Operating Temp(C): -20~+80

©® Waterproof Level: N/A

® Body Material: PC+ABS

® Remarks: WIFI&GSM




P/N:RS-ANT-DSA78W5X02

SPECIFICATION

eFrequency Range: 2.4Ghz~2.5GHz 5.15Ghz~5.85Ghz
eIimpedance(Q): 50

¢ VSWR(S): 2.0

#Gain(DBI): 5DBI

eCable: RG178

*RF Connector: N Type SMA PLUG
eDimension(mm): @22.7*180

¢ Operating Temp('C): -20~+65
eWaterproof Level: IP65

eBody Material: ABS

eRemarks: GSM/LTE

P/N:RS-ANT-DSA78W5X03

SPECIFICATION
eFrequency Range: 2.4Ghz~2.5GHz
5.15Ghz~5.85Ghz

eImpedance(Q): 50

o VSWR(s): 2.0

eGain(DBI): 5DBI

eCable: RG178

oRF Connector: SMA PLUG/N Type PLUG

eDimension(mm): @14*23*160
&214*23*180
&214*23*220

e Operating Temp('C): -20~+65

W eWaterproof Level: N/A
eBody Material: ABS

eRemarks: GSM/LTE

P/N:RS-ANT-DSA78BTE06

SPECIFICATION
eFrequency Range: 98~960Mhz 1710~2170Mhz 2700Mhz
elmpedance(Q): 50
oVSWR(S):2.5

*Gain(DBI): 3DBI

eCable: RG1.78

oRF Connector: SMA PLUG
eDimension(mm): @10*20*135.5
eOperating Temp('C): -20~+80
eWaterproofLevel: N/A

eBody Material: PBT
eRemarks: WIFI&GSM

P/N:RS-ANT-DTNXXWWI102

SPECIFICATION

eFrequency Range: 2.4Ghz~2.5Ghz

eIlmpedance(Q2): 50

e VSWR(5):2.0 %
eGain(DBI): 12DBI

eCable: RG1.78

*RF Connector: N JACK
eDimension(mm): @20*300

¢ Operating Temp(C): -20~+80
e Waterproof Level: IP67
eBody Material: Fiberglass
eRemarks: GSM

P/N:RS-ANT-DSA74BGP01

SPECIFICATION

eFrequency Range: 1575.42Mhz 1602Mhz
elmpedance(Q): 50

oVSWR(s):1.5

oGain(DBI): 28DBI

eCable: RG174

oRF Connector: SMA PLUG/FAKRA
eDimension(mm): 38.3*46*13.5
eOperating Temp(C): -20~+60
eWaterproof Level: N/A

eBody Material: ABS

eRemarks: GPS&GLONASS

P/N:RS-ANT-DSA74BGP01

SPECIFICATION
eFrequency Range: 0~6GHZ
eimpedance(Q): 50
oVSWR(s): 1.5

eGain(DBI): 0DBI

eCable: RG174

*RF Connector: SMA PLUG TO SMAJACK
eDimension(mm): @34.5*24.5
e Operating Temp('C): -20~+60
eWaterproof Level: IP65
eBody Material: TPV




P/N: RS-CAS-DSA74B5X02

SPECIFICATION

eFrequency Range: 0~6GHz
e|mpedance(Q): 50

o VSWR(s): 1.5

¢ Gain(DBI): 0DBI

eCable: RG174

e RF Connector: SMA PLUG TO SMAJACKR/P
eDimension(mm): @48*42*@15
e Operating Temp( C): -20~+60
e Waterproof Level:IP65

e Body Material: ABS

P/N: RS-ANT-DSA74BTEO07

SPECIFICATION

eFrequency Range: 698~960Mhz 1710~2170Mhz 2700Mhz
elmpedance(Q): 50

eVSWR(s5): 2.5

eGain(DBI): 6DBI

eCable: RG174

eRF Connector: SMA PLUG
sDimension(mm): 167.5*34.5*32.5
eOperating Temp(C): -20~+60
eWaterproof Level: N/A

eBody Material: ABS

eRemarks: WIFI&GSM

P/N:RS-ANT-DSA74BTE08

SPECIFICATION

esFrequency Range: 698~960Mhz 1710~2170Mhz 2700Mhz
elmpedance(Q): 50

eVSWR(S): 2.5

eGain(DBI): 3DBI

eCable: RG174 &
*RF Connector: SMA PLUG

eDimension(mm): 105.6*22.5*5.3

eOperating Temp('C): -20~+80

eWaterproof Level: N/A

eBody Material: ABS+PC

eRemarks: WIFI &GSM

P/N:RS-ANT-MNMSU3BG12

SPECIFICATION

eFrequency Range: 698~2700MHz
elmpedance(Q): 50
eVSWR(5): 2.0

#Gain(DBI): 3DBI

eCable: N/A

*RF Connector: NMO
eDimension(mm): 40*86
eOperating Temp(C): -40~+60
eWaterproof Level: IP68
eBody Material: PC
eRemarks: N/A

P/N: RS-ANT-MSA74BGM04

SPECIFICATION
eFrequency Range: 470~860MHz
e|mpedance(Q): 50
oVSWR(s): 2.5

e Gain(DBI): 18DBI

eCable: RG174

#RF Connector: IEC & FType
e Dimension(mm): 228*20*15
e Operating Temp('C): -20~+80
e Waterproof Level: IP65

e Body Material: PC
eRemarks: GSM

P/N: RS-ANT-MSA74BGM05

SPECIFICATION

eFrequency Range: 800~900Mhz 1800~1900Mhz 2170Mhz
eIlmpedance(Q): 50
oVSWR(s): 2.0

eGain(DBI): 3DBI

eCable: RG174

o RF Connector: SMA PLUG
eDimension(mm): @29*111*@7
e Operating Temp('C): -20~+60
eWaterproof Level: IP65
eBody Material: TPEE
eRemarks: LTE

P/N: RS-ANT-MSA74BGMO03

SPECIFICATION

eFrequency Range: 2.4Ghz~2.5GHz
elmpedance(Q): 50

oVSWR(s): 2.0

*Gain(DBI): 2DBI

eCable: RG174

e RF Connector: SMA PLUG
eDimension(mm): @31.59*91

e Operating Temp('C): -20~+80
eWaterproof Level: IP65

eBody Material: TPEE S
eRemarks: GSM €

P/N: RS-ANT-DSAXXBGMO01

SPECIFICATION

eFrequency Range: 800~950MHz
elmpedance(Q): 50

e VSWR(S): 2.0

oGain(DBI): 3DBI

eCable: N/A

¢RF Connector: SMA/TNC
eDimension(mm): @16*304
¢Operating Temp('C): -40~+60
eWaterproof Level: N/A
eBody Material: PC

eRemarks: N/A 7’\\




P/N: RS-ANT-MSA74BGM12

SPECIFICATION

eFrequency Range: 698~2700MHz ¢
elmpedance(Q): 50 S— ff
eVSWR(s): 2.0 &7
eGain(DEI): 3DBI &7
sCable: RG174 {
*RF Connector: SMA

eDimension(mm): 77.5*77.5*16

eOperating Temp('C): -40~+60

eWaterproofLevel: N/A

eBody Material: PC

P/N: RS-ANT-MSA74BGMO08

SPECIFICATION

eFrequency Range: 470MHz~870MHz
e|mpedance(Q): 75
eVSWR(s):2.5

eGain(DBI): 4DBI

eCable: RG58

o RF Connector: F type

e Dimension(mm): @62*10.5"193
© Operating Temp('C): -20~+60
eWaterproof Level: IP65

e Body Material: TPEE
eRemarks: GSM

P/N: RS-ANT-MSA74BGMO07

SPECIFICATION

eFrequency Range: 470MHz~870MHz
elmpedance(Q2): 50

eVSWR(S): 2.5

*Gain(DBI): 2.5DBI

eCable: RG174

#RF Connector: SMA PLUG
- eDimension(mm): @43*118*370
eOperating Temp('C): -20~+60
eWaterproofLevel: N/A

eBody Material: SUS

% P/N: RS-ANT-MSA74BGMO07

= SPECIFICATION

eFrequency Range: 470MHz~870MHz
eImpedance(Q): 50

¢VSWR(S): 25

eGain(DBI): 2.5DBI

eCable: RG174

e RF Connector: SMA PLUG
eDimension(mm): @43*118*370
#Operating Temp('C): -20~+60

e Waterproof Level: N/A

eBody Material: SUS

A

P/N: RS-ANT-DSA78BWI03

SPECIFICATION

eFrequency Range: 2.4GHz~2.5GHz
eImpedance(Q2): 50

o VSWR(s): 2.0

eGain(DBI): 7DBI

eCable: RG178

*RF Connector: SMA
sDimension(mm): @13*290*13
e Operating Temp('C): -20~+60
eWaterproof Level: N/A

¢ Body Material: TPEE
eRemarks: GSM

P/N: RS-ANT-DSA78BWI05

eDimension(mm): @13"195%6
e Operating Temp('C): -20~+60
e Waterproof Level: N/A

s Body Material: TPEE
eRemarks: GSM

SPECIFICATION

sFrequency Range: 2.4GHz~2.5GHz
sImpedance(Q): 50

o VSWR(s):2.0

eGain(DBI): 5DBI

eCable: RG178

o RF Connector: SMA&IPEX

P/N: RS-ANT-DSA78BWI04

SPECIFICATION

eFrequency Range: 2.4GHz~2.5GHz
eImpedance(Q): 50

o VSWR(<):2.0

eGain(DBI): 9DBI

eCable: RG178

o RF Connector: SMA
eDimension(mm): @13*374*6.2
¢ Operating Temp('C): -20~+60
e Waterproof Level: N/A

eBody Material: TPEE
sRemarks: GSM

P/N: RS-ANT-SA74BG0001

SPECIFICATION

eFrequency Range: 470MHz~870MHz
eImpedance(Q): 50

e VSWR(S): 2.0

eGain(DBI): 3DBI

eCable: RG174

*RF Connector: SMA
eDimension(mm): 100*18*10

© Operating Temp('C): -40~+60

e Waterproof Level: N/A

e Body Material: ABS
eRemarks: GSM Qm




P/N: RS-ANT-DSA78BWI06
SPECIFICATION

sFrequency Range: 2.4GHz~2.5GHz
eImpedance(Q): 50

o VSWR(S): 2.0

¢ Gain(DBI): 5DBI

eCable: RG178

o RF Connector: SMA&IPEX

¢ Dimension(mm): @13*220*8

e Operating Temp('C): -20~+60

e Waterproof Level: N/A

e Body Material: TPEE &2
eRemarks: GSM

P/N: RS-ANT-DSA78BWI07

SPECIFICATION
eFrequency Range: 2.4GHz~2.5GHz
eImpedance(Q2): 50
oVSWR(s): 2

eGain(DBI): 5DBI

eCable: RG178

e RF Connector: SMA
eDimension(mm): @13*170*6
¢ Operating Temp(C): -20~+60
e Waterproof Level: N/A

e Body Material: TPEE
eRemarks: GSM

P/N: RS-ANT-DSA78BWI08

SPECIFICATION

eFrequency Range: 2.4GHz~2.5GHz
elmpedance(Q2): 50
oVSWR(s): 2

«Gain(DBI): 5DBI

eCable: RG178

*RF Connector: SMA
eDimension(mm): @13*180*10
eOperating Temp(C): -20~+60
eWaterproof Level: N/A
eBody Material: TPEE
eRemarks: GSM

P/N: RS-ANT-DSA78BWI09

SPECIFICATION

eFrequency Range: 2.4GHz~2.5GHz
elmpedance(Q): 50

oVSWR(s): 2

¢Gain(DBI): 2DBI&3DBI

eCable: RG178

oRF Connector: SMA »
eDimension(mm): @13*157*6

eOperating Temp( C): -20~+60

sWaterproof Level: N/A

eBody Material: TPEE &
sRemarks: GSM

P/N: RS-ANT-DSA78BGMO01

SPECIFICATION

sFrequency Range: L1:800~900MHz 1800~1900MHz
L1:2.4~2.5GHz

sImpedance(Q): 50

o VSWR(s): 2

¢ Gain(DBI): 2DBI

sCable: RG178

o RF Connector: SMA

e Dimension(mm): @17*89*12 @&13*90*10

e Operating Temp('C): -20~+60

e Waterproof Level: IP67

e Body Material: TPEE

eRemarks: GSM

P/N: RS-ANT-DSA78BGM02

SPECIFICATION

eFrequency Range: L1:800~900MHz 1800~1900MHz
L1:2.4~2.5GHz
L3:433MHz

eImpedance(12): 50

o VSWR(s): 2

+Gain(DBI): 2DBI

eCable: RG178

¢ RF Connector: SMA

eDimension(mm): @10*75.5*8 SQ7*60*8

H8*10"35

e Operating Temp('C): -20~+60

e Waterproof Level: IP65

eBody Material: TPEE

eRemarks: GSM




P/N: RS-ANT-DSA78BGM03

SPECIFICATION

eFrequency Range: 155~162MHz
elmpedance(Q): 50

oVSWR(s): 2

eGain(DBI): 2DBI

eCable: N/A

oRF Connector: SMA
eDimension(mm): @15.5*150%13.2
eOperating Temp(C): -20~+60
eWaterproof Level: IP67

eBody Material: TPEE
eRemarks: GSM

P/N: RS-ANT-DSA74BTE09

SPECIFICATION

sFrequency Range: 800~900MHz 1800~1900MHz
2170MHz

elmpedance(Q): 50

oVSWR(S): 2

eGain(DBI): 2DBI

eCable: N/A

¢RF Connector: SMA

eDimension(mm): @10*72*5

eOperating Temp(C): -20~+60

esWaterproof Level: IP67

eBody Material: PC

eRemarks: WIFI|

P/N: RS-ANT-LIP13BGMO01

SPECIFICATION

sFrequency Range: 2.4~2.5GHz 5.15~5.85GHz
2170MHz

eImpedance(Q): 50

oVSWR(s): 2

eGain(DBI): 2DBI

eCable: RG1.37 RG1.13RG0.81

o RF Connector: Mini PCI Plug

eDimension(mm): 8*15*0.8T

eOperating Temp( C): -55~+200

e Waterproof Level: N/A

e Body Material: FR4 &F4B

eRemarks: GSM&LTE

P/N: RS-ANT-MSA74BGM09

SPECIFICATION

eFrequency Range: 2300~2700MHz
eIlmpedance(Q): 50

o VSWR(s): 2

*Gain(DBI): 15DBI

eCable: RG174

e RF Connector: SMA

e Dimension(mm): 190*190*30
: ¢ Operating Temp( C): -40~+60
eWaterproof Level: IP67

eBody Material: PC
eRemarks: GSM&LTE

P/N: RS-ANT-MSA74BGM10

SPECIFICATION
eFrequency Range: L1:2.4GHz~2.5GHz
L2:698~960MHz 1710~2170MHz
2700MHz
eIlmpedance(Q): 50
o VSWR(s):2
eGain(DBI):L1:12DBI L2:7DBI
eCable: RG174
*RF Connector: SMA )
eDimension(mm): 120*140*40 /
e Operating Temp('C): -40~+60
eWaterproof Level: IP67
eBody Material: PC
eRemarks: GSM&LTE

P/N: RS-ANT-MSA74BGM11

SPECIFICATION

e Frequency Range: 698~960MHz 1710~2170MHz
2700MHz

eImpedance(Q): 75

o VSWR(s): 2

eGain(DBI): 7DBI

eCable:RG174

*RF Connector: SMA

eDimension(mm): 185*185*85

¢ Operating Temp('C): -40~+60

eWaterproof Level: P67

eBody Material: PC

eRemarks: GSM&LTE




P/N: RS-CAS-SDI21B3G01 P/N: RS-CAS-STN21B3G01

SPECIFICATION
eConnector1: DIN
eCable: 1/2S
eConnector2: DIN
eIimpedance(Q) : 50
eWaterproof Level : IP67

SPECIFICATION
eConnector1:NPLUG
eCable: RG213

e Connector2: N JACK
eIlmpedance(Q): 50
eWaterproof Level : N/A

P/N: RS-CAS-STN74B5X01 P/N:RS-ANT-MSA74BGMO01

SPECIFICATION
eConnector1: TNCPLUG
eCable: RG174
eConnector2: MCX JACK
eimpedance(Q): 50
eWaterproofLevel : IP67

SPECIFICATION
eConnector: SMA

eWorking Frequency: 0~6GHz
e VSWR(S): 1.2
eimpedance(Q): 50

¢ Operating Temp('C): -40~+80

P/N: 01FLN51003

SPECIFICATION
eConnector: F Jack &
eWorking Frequency: 0~1GHz |
eVSWR(S): 1.2 z
elmpedance(Q): 75
eOperating Temp('C): -40~+80

R K
0% 8

P/N: 01SAG5X001

SPECIFICATION

eConnector: SMA

eWorking Frequency: 0~6GHz
oVSWR(s): 1.2
elmpedance(2): 50
eOperating Temp('C): -65~+165

P/N: 01SAG5X001

SPECIFICATION

eConnector: MCX Plug
eWorking Frequency: 0~6GHz
oVSWR(<):1.25
eimpedance(Q): 50&75
eOperating Temp('C): -65~+165

XPOo

P/N: 01SAG5X002

SPECIFICATION

e Connector: SMA

eWorking Frequency: 0~6GHz
oVSWR(s): 1.2
eImpedance(Q): 50

¢ Operating Temp(C): -65~+165

P/N: RS-CAS-SAXXXXXXXX

SPECIFICATION
e Connector1: RF Connector
eCable: RG1.78 RG1.37 RG0.81
e Connector2: RF Connector

Mini PCI Plug
eIimpedance(Q): 50
eWaterproofLevel : N/A

P/N: RS-CAS-SAXXXXXXXX

SPECIFICATION

e Connector1: RF Connector

eCable: RG1.78 RG1.37 RG0.81

e Connector2: RF Connector
Mini PCI Plug

sImpedance(Q) : 50&75

eWaterproof Level : N/A

P/N: RS-CAS-SIP13B5X01

SPECIFICATION
e Connector1: Mini PCI Plug
eCable: RG0.81 RG1.13 RG1.32 RG1.37
e Connector2: Mini PCI Plug
elmpedance(Q): 50
eWaterproofLevel : N/A
Y




P/N: 01FKN51001

SPECIFICATION

e Connector: FAKRASMB
eWorking Frequency: 0~4GHz
*VSWR(S): 1.25
e|mpedance(Q): 50&75
®Operating Temp(C): -40~+85

P/N: 01TNN31001

SPECIFICATION

eConnector: TNC

#Working Frequency: 0~6GHz
¢ VSWR(S): 1.25
eIlmpedance(Q): 50&75
#Operating Temp('C): -65~+165

P/N: 01INMN3X001

SPECIFICATION

eConnector: NMO

eWorking Frequency: 0~6GHz
oVSWR(g): 1.25
eimpedance(Q2): 50

eOperating Temp(C): -65~+165

P/N: 01NTN5X001

SPECIFICATION

eConnector: N Plug TO SMAJACK
eWorking Frequency: 0~6GHz

o VSWR(s): 1.25

eImpedance(Q): 50&75

e Operating Temp('C): -65~+165

P/N: 01BTN3X001

SPECIFICATION

s Connector: BNC Plug
eWorking Frequency: 0~4GHz
o VSWR(<):1.25
eIlmpedance(Q): 50&75

¢ Operating Temp(C): -65+~165

|

P/N: RS-ANT-DSA78BWI10

P/N: 01FN3X002

SPECIFICATION

e Connector: F Jack

eWorking Frequency: 0~1GHz
oVSWR(<): 1.25
elmpedance(Q): 75

e Operating Temp('C): -65~+165

SPECIFICATION

eFrequency Range: 2.4GHz~2.5GHz
e|lmpedance(Q): 50

o VSWR(=): 2.0

eGain(DBI): 2DBI

eCable: RG178

e RF Connector: SMA
eDimension(mm): @10*109*8 @10*85.5*8
# Operating Temp( C): -20~+60

e Waterproof Level: N/A

eBody Material: TPEE

eRemarks: GSM

P/N:RS-ANT-DSA74BGP02

SPECIFICATION

eFrequency Range: 1575.42Mhz 1602Mhz
eIlmpedance(Q): 50

eVSWR():1.5

©Gain(DBI): 15DBI

eCable: RG1.13

oRF Connector: MINIPIC
eDimension(mm): 12*12*5 15*15*7 18*18*7
#Operating Temp('C): -20~+60
eWaterproof Level: N/A

eBody Material: Ceramic

eRemarks: GPS&GLONASS
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