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Measuring distance : 8KM

Fiber Optic Visual Fault Locator902-186N/MT-7509

LCMT-7509ST FC SC902-186N

Model No.� Connector type Light source Nominal 
wavelength Battery OAL(mm/inch) Individual packing

902-186N 2.5mm/0.1"
(FC/SC/ST) Class 3A laser diode 650±10nm

1.5V AAA x2pcs
(Not included)

Ø13.5x155mm/
Ø0.53"x6.1"

Color box with black EVA 
inner case

MT-7509 1.25mm/0.05"
(LC) Class 3A laser diode 650±10nm

Materials Applications Dimensions

Body: Zinc alloy
Blade:CR12, HRC:60~63

For stripping FTTH drop cable, 
fiber cladding diameter: 125 μm 

30x110x20 mm/
1.2''x4.3''x0.8''

Strips 125 micron glass fiber with 250 micron buffer 
coating without scratching or nicking glass fiber.�

Material HRC OAL(mm/inch) Individual packing

S50C 48˚±2˚ 148/5.8" Blister card

Fiber Optic Stripper Fiber Optic Stripper

Fiber Cleaver 

200-047 CP-FB01

FB-1688

• Universal Stripper for 3.�1x2.�0mm FTTH drop cables with steel 
   wire or FRP strength member.�
• Made of zinc alloy with PVC non-slip handle.�
• Improve cable splicing, more efficient and easy to use.�

NEW

Cladding 
diameter

Fiber count 
coating diameter

Cleave
length Dimensions Cleaver Blade 

(5FB-1688-BLAD)

125 μm Single fiber 250μm & 
900μm

5-20 mm/
0.2''~0.79''

62x60x56 mm/
2.44''x2.36''x2.20''

16 cutting points Material: 
Tungsten steel

Features:
• Simple and easy replacement of blade.�
• 16 cutting locations for each blade, service life up to 48000 times.� 
• Replacement blade is available.�
•  Whit debris collector bin.� 

NEW
Clamp  cover

Blade carriage

Body

Fiber holder

Lid of the 
fiber holder

Blade

Debris collector bin

Clamp 
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