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2 In 1 SMD Hot Air Rework StationSS-989A

SMD rework Soldering Iron All around air-tight seal in 
hot air gun 

Only three screws,easy 
disassembly

Hight quality assembly Connectorized design for quick 
change heater

Soldering stand

Features
• 2 In 1 rework station to save cost
• Closed circuit sensor design
• High power, quick warm up times
• Individual function start saves energy
• LED digital display

Replacement Tips:
Please refer to 5SI-216N series on page.80

Replacement Nozzle:

Specification
Model No. SS-989A

Power Consumption 700W

Soldering Power 60W

Soldering Iron Temperature 
Range

200˚C ~ 480˚C (392˚C ~ 896˚F)

Hot Air Temperature Range 100˚C ~ 450˚C (212˚C ~ 842˚F)

Heating Element Metal Heating Core

Pump/Motor Type Diaphragm Pump

Air Capacity 24L/min (max)

Equipment noise 45dB

Temperature Display LED
Power Input 110V 60Hz
Standard Plug

Dimensions 330(L)x275(W)x195(H)mm
13" x 10.8" x 7.7"

Weight 3700g
Accessories
Soldering Iron (60W) 110V x 1pcs

Hot Air Gun 110V x1 pcs

Soldering Stand 1pcs

Nozzle
9SS-900-A1 (Ø2.2mm) x 1pcs
9SS-900-A2 (Ø6.6mm) x 1pcs
9SS-900-A3 (Ø8.5mm) x 1pcs

Individual packing Color Box

• Quiet operation
• Auto cool-off process to prolong the life of heating element
• ESD safe design
• Interchangeable and applicable to most of branded hot air nozzles and tips

With hot air and cool air functions

Quick replacement design for 
heater of heat gun

©2011  201106

IC (mm/inch)

10x10 /.4x.4

14x14 /.55x.55

17.5x17.5 /.69x.69

14x20 /.55x.79

28x28 /1.1x1.1

4.4x10 /0.17x.4

5.6x13 /.22x.51

7.5x15 /.3x.6

7.5x18 /.3x.71

17.5x17.5 /.69x.69

20x20 /.79x.79

25x25 /.98x.98

30x30 /1.18x1.18

Model No.

9SS-900-A1

9SS-900-A2

9SS-900-A3

9SS-900-B

9SS-900-C

9SS-900-D

9SS-900-E

9SS-900-F

9SS-900-H

9SS-900-I

9SS-900-J

9SS-900-K

9SS-900-L

9SS-900-M

9SS-900-N

9SS-900-O

AxB (mm/inch)

ø2.2 /.09(I.D)

ø6.6 /.26(I.D)

ø8.5 /.33(I.D)

10.2x10.2 /.4x.4

15.2x15.2 /.6x.6

19.2x19.2 /.76x.76

15.2x21.2 /.6x.83

29.7x29.7 /1.2x1.2

10x4.8 /.39x.19

15x5.7 /.59x.22

16x7.2 /.63x.28

19x7.2 /.75x.28

18.5x18.5 /.73x.73

21x21 /.83x.83

26x26 /1x1

31x31 /1.2x1.2

CxD (mm/inch)

10x10 /.4x.4

15x15 /.6x.6

19x19 /.75x.75

15x21 /.59x.83

29x29 /1.14x1.14

15x15 /.6x.6

19x19 /.75x.75

24x24 /.95x.95

29x29 /1.1x1.1

IC Package

Single

A

B

D

C

QFP

(Quad Flat Pack)

B

A

SOP

(Small Outline Package)

B

A

D

C

PLCC

(Plastic Leaded Chip Carrier)
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