
ww.warisontech.com 

 

 

141 Multi-Flex Cable Assembly 

l Specification 

Operating Frequency 33GHz 

Frequency 0.4 1 7 10 15 20 GHz 
Attenuation 0.23 0.37 1.15 1.44 2.09 2.25 dB/m 
Capacitance 29Pf/Ft 

Velocity of propagation 70.6% 

Shielding Effectiveness 100dB (max.) 

Conductor Resistance 19.3 Ohms/MFT at 20℃(max.) 

Impedance 50 ohm 
 

Mechanical Specification 

Center Conductor Diameter 0.94  ±0.07 mm 

Dielectric Diameter 2.97  ±0.02mm 

1st Outer Shield Diameter 3.18  ±0.02mm 

  2nd 
Outer Shield Diameter               3.48  ±0.02mm 

Overall Diameter 4.01  ±0.12mm 

 

Material Specification 

Description Material Finish 
Center Conductor SPCW  
Dielectric PTFE  

  1st Outer Shield SCT 100% (nom.) 
  2nd Outer Shield   SPC     90%(nom.) 

Jacket FEP Blue 

  Environmental Specification 

Operating Temperature -65 ~135℃ 
   

       Test Report 

      

 

 

 
 

                              

SYNERGY TELECOM PVT. LTD 

WZ-47,Saini Chowk, Budella, Vikaspuri, New Delhi-110018 
Phone-91-11-28533349, Mobile-91 98101 38894, Fax-91 11 2853-1435 

E-mail: Pradeep@rfconnectorhouse.com, Website: http://www.rfconnector.info/ 

N(M)-N (M) 18GHz 


