SYNERGY TELECOM PVT. LTD

26.5GHz SS402 Flexible Cable Assembly

Electrical Specification
Cut-Off Frequency
Frequency

Attenuation
Capacitance
Velocity of propagation
Shielding Effectiveness
Impedance

Mechanical Specification
Center Conductor Diameter
Dielectric Diameter
DiameteroverInnerShield
DiameteroverOuterBraid
Overall Diameter
Recommend Bend Radius

Material Specification
Item

Center Conductor
Dielectric

InnerShield
OuterBraid

Jacket

Environmental Specification

Operating Temperature

04 1 2 2.4
7.1 11.2 16.5 18

Material
SCCS
PTFE

Spiral strip of silver Plated Copper

RoundSilver Plated Copper
FEP

34 GHz

10 18 GHz
41 58 dB/100ft
29.4 Pf/Ft

70%

<-110dB

50 ohm

0.037 inch
0.117 inch
0.128 inch
0.141 inch
0.163 inch
0.8 inch min.

Finish

Blue

-55 ~+200°C

,Saini Chowk, Budella, Vikaspuri, New Delhi-110018
33349, Mobile-91 98101 38894, Fax-91 11 2853-1435

orhouse.com, Website: http://www.rfconnector.info/




SYNERGY TELECOM PVT. LTD

TestReport
) 05-Dec-2000 0N 10 |
Wt (MATTee =2 -1 )
i Logheg C 3 : Loghing © 2w
=0 - ‘ [ >1: 24380800 GHz -18.957 dB

o | ! - 1 1. 26367550 GHz -18.195 dB

Daep W B00C Obs
ol et | >1: 26367550 GHz -1.8131dB
T - | 1Y 25970200 GHz -1.8097 dB
:: - 1 T - 4 + +
Freg | |
bl . —_ ———»
Rl
a“n |
an
A
3
B R ) 1 .
am
“-m
am
IR G RaREe === : L — .

SMA M-SMA M DC-26.5 GHz 60cm
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