
 

40GHz WC16 Flexible Cable Assembly with  Armor 

 

Electrical Specification 
Cut-Off Frequency          45GHz 
Frequency 1 2 4              10 18 26.5 32 40 GHz 

Attenuation 0.36 0.57 0.85 1.18 1.61 1.97 2.21 2.4      6dB/m 

Power 530 370 260 170 120 100 85 70  W 
Capacitance        78.7 Pf/m 
Velocity of propagation        84% 
Time Delay 3.94 ns/m 
Shielding Effectiveness < -100 dB@18GHz 
Impedance 50 ohm 

Phase Stability vs. flexure@40GHz ≦±8° (When wrapped 360° around a 51mm diameter mandrel) 
 
 

Mechanical/ Material Specification  
Description Diameter Material 
Center Conductor 0.92 mm Silver Plated Copper 
Dielectric 2.45 mm Low Density PTFE 
Inner braid 2.84 mm Flat Silver Plated Copper Strip 
Outer Conductor 3.14 mm Round Silver Plated Copper 
Jacket 3.81mm Blue FEP  
 VA Armor 8.2 mm                                                    Stainless Steel Spiral(flat wire),  
                                                                                                                                         Stainless Steel Braid and PVC Jacket 
Min. Bending Radius 25.4 mm  
 
 

Environmental Specification 

Operating Temperature         -65 ~+135℃ 
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2.92mm(M)-2.92mm(F) DC-40GHz 

Cable Assembly Test Report 
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