
SYNERGY TELECOM P. LTD 

WZ-47 BUDHELLA VILLAGE, VIKASPURI, NEW DELHI – 110018 

PHONE: 011-28533349, MOB: 9810138894/9212558066, FAX: 011-28533349

EMAIL: info@rfconnector.in, WEBSITE: http://rfconnector.in/ 

Hfwp Series Phase Stable Cable

     HFWP - 142

Mechanical Characteristics

                Center  Conductor Diameter                         0.93 mm
                Center Conductor Type                                 Solid
                Insulation Diameter                                       2.50 mm
                Shields Diameter                                           3.10 mm
                Jacket Diameter                                             < equal to 3.60
                Min bending Radius                                       18                                           

      ELECTRICAL & ENVIRONMENTAL

       Impedance (ohms)                                      50
       Capacitance (pf / m)                                  80.4
       Frequency Range (GHz)                           DC - 40
       Velocity of propagation                            83%
       Max. Operationg Voltage (kV)                  1.2
       Shielding Effectiveness                             100             
        (dB @ 1 GHz) 

       Phase Stablility         4 GHz
             vs Flexure           18 GHz                 

      +/- 0.9  deg
                                                                  +/-  3.6 deg

      Phase Change Vs Temperature                750 ppm      
      Temperature Range                             -65 ~ +165

Insertion Loss  (dB / m)

0.5 GHz                      0.26
1 GHz                          0.36
3 GHz                          1.61
4 GHz                          1.70
6 GHz                          1.86
8 GHz                          0.99
10 GHz                        1.10
12 GHz                        1.24
15 GHz                        1.36
18 GHz                        1.58
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