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weeeeeee WIIL-C-1TI133

« War. OPErating VOHEBGE - Max. 1500%ms
« Oparating TEMPErature Famge - 40T ~ 1257
@ Physical Structure )
4)] & @
Component Material Diameter Notice
(T Center conductor SPCW 0.511mm{0.02inch) Solid type
(2) Diglectric FTFE({Sofid) 1.68mmi{0.068inch)
(31 Cuter Shield TZ(Braid) 2 20mmi{0.08Tinch) 100% Coverage
@ Electrical Data
Item Specification ERemarks
Cperating frequency Max. 20 GHz
Conductor resistance Max. 2.57 (0 / 100ft at20C
Dislectic resistance BAin. 1000 M2 km at20%c
Test voltage 2000 rms 1 min
Velocity of propagation MNom. 69.5%
Capacitance Max. 32 pFift
Charactenstic impedance o0 x 20
Approx. weight 16.0 ka'km
Mom. Attenuation 15.0dB100f(0.49dB/m} at S00MHz
22 04B/100f{0.72dB/m) at 1MHz
50.04B/100ft{1.64dB/m) at SGHz
50.0dB1 002 .62dB/m) at 10GHz
130.04B/100ft{4.27dB/m) at 20GHz
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pdfMachine

A pdf writer that produces quality PDF files with ease!

Produce quality PDF files in seconds and preserve the integrity of your original documents. Compatible across
nearly all Windows platforms, simply open the document you want to convert, click “print”, select the

“Broadgun pdfMachine printer” and that’s it! Get yours now!
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