
Item Material Diameter Remark 

Center Conductor  SPCW 0.94 mm  ( 0.037 inch ) Solid 

Dielectric  PTFE 2.99 mm  ( 0.116 inch ) Solid 

Outer Conductor (1) SPC 3.15 mm  ( 0.126 inch ) Taping 

Outer Conductor (2) SPC 3.58 mm  ( 0.141 inch ) 

Jacket FEP 4.14 mm  ( 0.163 inch ) Blue 

Characteristic impedance 50 Ω 

Operating frequency 20 GHz ( Max. ) 

Velocity of propagation 70 % 

Signal delay  4.8 ns/m 

Capacitance 94 pF/m 

Operating temperature  - 65℃ + 165℃ 

Shield effectiveness > -100 dB/m 

Working voltage  1900 Vrms ( Max. ) 

Weight  45 kg / km   

Min. bending radius  
10 mm ( single ) 

40 mm ( multiple ) 

  Frequency   Max. Attenuation Average Power 

   (GHz) (dB/m)  (dB/ft)  (W) 

0.5 0.24 0.08 426 

1.0 0.37 0.12 290 

3.0 0.67 0.22 154 

8.0 1.19 0.39 83 

10.0 1.37 0.45 72 

15.0 1.86 0.61 52 

20.0 2.16 0.71 44 
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