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                SOLAR LINEAR ACTUATOR 
                           Model No.    LA - 37

FEATURES

1. 24 V DC permanent magnetic motor
2. Force 10 kN(10,000 cycles)-15kN(2000 cycles)
3. Static holding force up to 45kN in push and pull
4. Dynamic wind stress forces 15 kN push/pull 80,000 times
5. Speed 1.4, 2, 3 mm/sec.
6. Max stroke length 1200 mm
7. Heavy-duty aluminium housin for harsh conditions 
8. Highly efficient acme thread spindle 
9. Protection class: IP66 for outdoor use (dynamic)
10. Integrated brake, high self locking ability
11. Typically endplay from outertube to ball rodeye is 0.25 to 0.5 mm,
    expected extra play after 10 years + 0.4 mm
12. Non-rotating piston rod eye
13. Embedded electronics and feedback, e.g. Hall pulses
14. Ball rod eye 
15. Noise level: 56 dB(A) measuring method DS/EN ISO 8746 actuator not locked 
16. Design for 25 years service life 
   Options: 
17. Built-in end stop switches 
18. Hall effect sensor with A/B-Signal
19. Exchangeables cables in different lengths 
  Usage:
20. Duty cycle at max. load 12% at -30 to 70 deg.C
21. Ambient operating temperarure and full 15 KN performance from -30 to +70 deg.C


